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FIRE COATINGFIRE COATING
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water-based 1-component system

free of solvents

low VOC emissions

easy to process

seamless application

resistant to climatic influences

highly effective and economical fire protection

Our LAMOLTAN® Fire Coating is used to produce flame-retardant
spray foam insulation.

Our Fire Coating is a flame-retardant, dispersion-based protective
coating with halogen-free flame retardants. A dark gray coating is
applied to the polyurethane rigid foam surface. This coating meets the
flame retardancy requirements of EN 13501-1. This is confirmed by the
classification of the Society for Materials Research and Building Testing
Institute Leipzig.

Our fire coating is easy to apply: After applying it by spraying (airless) or
by hand, a seamless layer is created that bonds firmly to the substrate.

Wherever increased flame protection is requiredWherever increased flame protection is required
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LAMOLTAN Fire Coating Type A is a watery
dispersion based fire protective coating
without halogens. 
For coating of rigid polyurethane foam
surfaces to match a better fire resistance
level. 

For example an insulation sprayed with foam
system B2-S7-25-0 vspv (thickness 30 – 100
mm) covered with 2 layers of 300 g/m² Fire
Coating Type A or 1 layer of 600 g/m²
(sprayed by airless method) matches the fire 
class B-s2 d0 
(according to DIN EN 13501-1, classification
report KB 3.1/20-233-2 MFPA Leipzig) 

The coating is applied in 2 layers. For each
layer the requirement is 300 g/m². With an
airless pump 600 g/m² with one layer is also
possible.
A sufficiently powerful airless machine is
necessary. We tested the models MARK V
and GH230 from GRACO.

Roofs

Tanks

Facades

Pipelines

all polyurethane foam surfaces

Areas of application
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200 Kg200 Kg

30 Kg30 Kg Available inAvailable in  
various sizesvarious sizes

Application Method

Type AType AFire CoatingFire Coating®®  

Main application
Fire protection

coating for
polyurethane foam

EN 13501-1Fire testing standard

Fire classification

Coverage rate 600 g/m²

B-s2, d0

Airless pump, low-
pressure pump,

spatula



Mobile feeding system Airless spraying Stationary feeding system 

Application MethodsApplication Methods



CONTACT

LACKFA Isolierstoff GmbH & Co. KG
Industriestraße 2
25462 Rellingen

Germany

fon: +49 4101 - 3916 - 0
fax: +49 4101 - 3916 - 16
mail: info@lackfa.com

Find out more here: 

https://www.lackfa.com/
https://de.linkedin.com/company/lackfa-isolierstoff-gmbh-co-kg
https://www.youtube.com/@LACKFAIsolierstoffGmbHCoKG
https://www.lackfa.com/en/contact/

